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, — 50 


FACTORY DEFAULT STATE IS OFF - / 






WHEN THE ROLLING SWITCH IS CLOSED FOR THE FIRST TIME, 
THE STATE TRANSITIONS INTO THE MONITORING STATE 



WHEH ENTERING THE MONITORING STATE FOR THE FIRST TIME, 
THE SENSOR SHALL TRANSMIT THE PRESSURE AT A MANUFACTURING 
INITIAL RATE FOR A MANUFACTURING LENGTH AMOUNT OF TIME 



WHEN THE MANUFACTURING LENGTH AMOUNT OF TIME HAS EXPIRED 
AND THE ROLLING SWITCH IS CLOSED, THE TRANSMISSION OF THE 
PRESSURE SHALL BE AT A NORMAL RATE AMOUNT OF TIME 



WHEN THE MANUFACTURING LENGTH AMOUNT OF TIME HAS EXPIRED 
AND THE ROLLING SWITCH IS OPEN, THE TRANSMISSION OF THE 
PRESSURE SHALL BE AT A SLEEP RATE AMOUNT OF TIME 



I 

WHILE IN THE MONITORING STATE, THE SENSOR SHALL TRANSITION FROM 
THE NORMAL RATE TO SLEEP RATE WHENEVER THE ROLLING SWITCH IS CLOSED 



( END ) 
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WHEH THE INTEGRATED RELEARH SWITCH IS PRESSED, THE BIT PATTERN 
SHALL TRANSITION TO THE "RE-MEASURE" BIT PATTERN 

1 

WE CUSTOMER INITIATES THE PROGRAMMING PROCESS FOR THE 
SYSTEM AND SHALL TRANSITION INTO THE PROGRAM MODE 

1 

WHEN THE SYSTEM RECEIVES THE 'LEARN' OR HE-MEASURE" PATTERN, 
THE SYSTEM SHALL LEARN THE CURRENT TIRE, PROVIDE FEEDBACK 
TO THE CUSTOMER, AND WAIT FOR THE NEXT PATTERN LF-RF-RR-LR 



WHEN THE SYSTEM HAS LEARNED THE REQUIRED NUMBER OF TIRES(4 OR 5), 
THE SYSTEM SHALL TRANSITION BACK INTO THE MONITORING STATE 



( flIP.) 
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